GEOMEMBRANE
AT TEMPORATY STOCKPILES

GILLNET

SAND BAGS OR SIMILAR

Sump \ GRADE TO DRAIN TO SUMP

DEPOSIT 2: CROSS SECTION TEMPORARY

CONTAMINATED SEDIMENT STOCKPILE (TYPICAL)

GRAVEL

2' MIN.

NOT TO SCALE

EXISTING SOIL /

DEPOSIT 2: SOIL/ICONTAMINATED SEDIMENT

STOCKPILE BERM DETAIL

CROSS SECTION (TYPICAL)
NOT TO SCALE

15" MAX.

NOTES:

1. STOCKPILE SOIL TO A MAXIMUM HEIGHT OF 15 FEET,;
SIDEWALLS NOT TO EXCEED A 1:1 SLOPE.

2. INSTALL SUMP AT LOW POINT OF DRAINAGE AND
REMOVAL OF ACCUMULATED WATER AND
PROPERLY DISPOSE.

3. THE SUMP SHALL BE FILLED WITH GRAVEL BACKFILL
FOR DRAINS MATERIAL.

SANDBAGS OR EQUIVALENT
STACKED MINIMUM 0.5 FEET
ABOVE WATER SURFACE

Yy
WATER 1

SURFACE

/— EXISTING MUDLINE

DEPOSIT 2: TURBIDITY CONTROL DETAIL (TYPICAL)

NOT TO SCALE
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